
Allied Tube & Conduit aluminum rigid conduit combines light weight and corrosion resistance to 
provide a full-line of easy to install, low maintenance conduit whenever specifications call for 
aluminum. 

Allied Tube & Conduit rigid conduit aluminum fittings are manufactured of 6063 alloy in temper 
designation T-1. 

• Corrosion resistant Aluminum 

• Light weight and easy installation 
• Low maintenance 
• Complete line of elbows and couplings 

• Available in sizes 1/2 (16) – 6 (155) 

Specification Data 
Alloy: Allied Tube & Conduit Rigid Aluminum Conduit is manufactured of 6063 alloy in temper 
designation T-1. The fittings are of the same alloy. 

Standards: Allied Tube & Conduit Rigid Aluminum Conduit is listed by Underwriters’ Laboratories to 
U.L. 6A, “Standard for Electrical Rigid Metal Conduit – Aluminum, Red Brass and Stainless Steel” 
and is manufactured to ANSI C80.5. (Replaces Federal specification WWC-540C). 

Thread Protectors: Color-Coded end caps keep threads clean and sharp and help provide trade 
size recognition. Even sizes are blue; 1/2 trade sizes are black; and 1/4 trade sizes are red. 

Aluminum Rigid Conduit (ARC) 

Listed to UL Safety Standard 6A 
Manufactured in accordance with ANSI C80.5 

TRADE 
SIZE 

METRIC 
DESIGNATOR 

OUTSIDE 
DIAMETER* 

NOMINAL WALL 
THICKNESS 

APPROXIMATE 
WEIGHT PER 100 
FT. (30.5M) 

QUANTITY IN 
MASTER BUNDLE 

  
in mm in mm lb kg ft m 

1/2 16 0.840 21.34 0.104 2.64 28 12.7 2500 762.5 

3/4 21 1.05 26.67 0.107 2.72 37 17 2500 762.5 

1 27 1.315 33.40 0.126 3.20 55 24.7 2000 610.0 

1 1/4 35 1.66 42.16 0.133 3.38 72 32.5 1000 304.8 

1 1/2 41 1.900 48.26 0.138 3.51 89 40.2 1000 304.8 



TRADE 
SIZE 

METRIC 
DESIGNATOR 

OUTSIDE 
DIAMETER* 

NOMINAL WALL 
THICKNESS 

APPROXIMATE 
WEIGHT PER 100 
FT. (30.5M) 

QUANTITY IN 
MASTER BUNDLE 

2 53 2.375 60.33 0.146 3.71 119 53.8 450 137.2 

2 1/2 63 2.875 73.03 0.193 4.90 188 85.0 300 91.5 

3 78 3.5 88.9 0.205 5.21 246 111.7 200 61.0 

3 1/2 91 4.000 101.60 0.215 5.46 296 134.1 200 61.0 

4 103 4.5 114.3 0.225 5.72 350 158.9 200 61.0 

5 129 5.563 141.30 0.245 6.22 479 217.2 80 23.4 

6 155 6.625 168.28 0.266 6.76 635 287.8 60 18.3 

*TOLERANCES: 1/2 TO 1-1/2 TRADE SIZES +/- 0.15 IN. 2 TO 6 TRADE SIZES +/- 1%. EACH LENGTH OF CONDUIT 
WITH COUPLING ATTACHED WILL BE NOMINALLY 10 FEET 

 


